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See Pitch. 

Coatings. 
Preservative — for Structural Materials. Report of Committee D-1, 387. 
Preservative Metallic —. Report of Sub-Committee II, Committee 

A-5, 147. 

Coke. 


—. Report of Committee D-6, 445. 
Tentative Revisions of Standard Methods for Laboratory Sampling and 
Analysis of —, 822. 
Commercial Bar. 
Tentative Specifications for — Steels, 518. 
Concrete. 
_ By-Laws of the Joint Committee on Standard Specifications for — and 
Reinforced —. Report of Committee C-2, Appendix, 258. 
Effect of Tannic Acid on the Strength of —. Duff A. Abrams. Report 
of Committee C-9, Appendix IT, 309, 
— and — Aggregates. Report of Committee C-9, 291. 
Outline of Compression Tests of — for Investigation of Properties of 
— Mixtures. Report of Committee C-9, Appendix I, 294. 
Proportions and Quantities of Materials for — for Highway Construc- 
tion. Duff A. Abrams. Report of Committee D-4, Appendix II, 437. 
; Reinforced —. Report of Committee C-2, 253. 


Tentative Test for Unit Weight of Aggregate for Cement —, 624. 

: “a Tentative Method for Determination of Voids in Fine Aggregate for 
Cement —, 652. 

- Tentative Methods for Making and Storing Specimens of — in the 
Field, 653. { 
Tentative Specifications for Workability of — for — Pavements, 692. 
Consistency. 

7 oh Weight, Voids, Density, Specific Gravity and —. Report of Sub-Com- 

; mittee VI, Committee C-9, Appendix III, 340. 
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Shipping —. Report of Committee D-10, 449. 
Copper. 
Tentative Methods for Chemical Analysis of Alloys of Lead, Tin, Anti- 
mony and —, 589. 
Tentative Revisions of Standard Specifications for — Bars for Locomo- 
tive Staybolts, 816. 
Tentative Specifications for Tinned Soft or Annealed — Wire for Rubber 
Insulation, 574. 
Corrosion. 
— of Iron and Steel. Report of Committee A-5, 145. 
Cotton. 
Tentative Revisions of Standard Specifications for 23-in. — Rubber- 
Lined Fire Hose for Private Department Use, 819. 
Tentative Revisions of Standard Specifications for 2}, 3 and 3}-in. 
Double-Jacketed — Rubber-Lined Fire Hose for Public Fire Depart- 
ment Use, 819. 
Variables Affecting the Indicated Breaking Strength of — Fabrics. W. O. 
Jelleme. Report of Committee D-13, Appendix I, 456. 
Creosote Oil. 
Tentative Specifications for — for Priming Coat with Coal-Tar Pitch 
for Use in Damp-proofing and Water-proofing, 725. 
Crushing Strengths. 


Tentative Specifications for Required Safe — of Sewer Pipe to Carry 
Loads from Ditch Filling, 603. 


Damp-proofing. 
See Water-proofing. 
Definitions of Terms. 
Tentative — Relating to the Gypsum Industry, 658. 
Tentative — Relating to Wrought-Iron Specifications, 526. 
Density. 
Weight, Voids, —, Specific Gravity and Consistency. Report of Sub- 
Committee VI, Committee C-9, Appendix ITI, 340. 
Ditch Filling. 
Tentative Specifications for Required Safe Crushing Strengths of Sewer 
Pipe to Carry Loads from —, 603. 
Douglas Fir. 
See Fir. 
Drain Tile. 
—. Report of Committee C-6, 268. 
Tentative Revisions of Standard Seciicntions for —, 817. 
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Emulsification. 


Determination of Resistance of Lubricating Oils to —. 
mittee D-2, Appendix, 416. * 
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Emulsification (Continued): 
—. Report of Sub-Committee V, Committee D-2, 415. 
Engine-Bolt. 
Tentative Revisions of Standard Specifications for — Iron, 813. 
Executive Committee. 
Annual Report of the —, 43. 
Excerpts from Minutes of the —. Annual Report of the —, Appendix, — 
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Fabrics. = 


Effect of Jaws on Fabric Strength. J. H. Dunlap, A. E. Jury and W. O. — 

- Jelleme. Report of Committee D-13, Appendix III, 469. 

Machine Rate-of-Load as Affecting Breaking Strength Shown by Fabric 
Testing Machines. W. O. Jelleme. Report of Committee D-13, 

_ Appendix IT, 460. 

Variables Affecting the Indicated Breaking Strength of Cotton —. 
W. O. Jelleme. Report of Committee D-13, Appendix I, 456. 

Field. 
Tentative Methods for Making and Storing Specimens of Concrete in— 


the —, 653. 
Fir. 


Tentative Specifications for Structural Douglas —, 704. 
Firebox Steel. 
Tentative Specifications for Boiler and — for Stationary Service, 497. 
Fire-Clay. 
Vital Factors in the Testing of — Refractories and in the Interpretation — 
of Results. Raymond M. Howe. Report of Committee C-8, Appen-— 
dix, 278. 
Fire Hose. 
See Hose. 
Tentative Specifications for — Permissible in Properly Clarified Pure 
Raw Linseed Oil from North American Seed, 678. 


Forge Welding. 
Tentative Specifications for Steel Plates for —, 512. 
Fusibility. 


Tentative Method for Determination of — of Coal Ash, 796. 
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Gravel. 
Tentative Methods for Sampling of Stone, Slag, —, Sand and Stone 
Block for Use as Highway Materials, including Some Material Survey 
Methods, 789. 
_ Tentative Specifications for Commercial Sizes of Sand and — for High- 
way Construction, 696. 
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Gravel (Continued): 
Tentative Test for Quantity of Clay and Silt in — for Highway Con- 
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Tentative Test for Quantity of Clay in Sand-Clay, Topsoil and Semi- 
— for Highway Construction, 772. 
Granite Block. 
Tentative Specifications for Block for — Pavements, 690. 
Gypsum. 
—. Report of Committee C-11, 380. 
Tentative Definitions of Terms Relating to the — Industry, 658. 
Tentative Methods for Tests of — and — Products, 634. 
Tentative Specifications for —, 609. 
Tentative Specifications for Calcined —, 612. 
Tentative Specifications for — Plasters, 616. 


H 
Hevea Rubber. 
See Rubber. 
Highway. 
Proportions and Quantities of Materials for Concrete for — Construc- 
tion. Duff A. Abrams. Report of Committee D-4, Appendix II, 437. 
Tentative Methods for Sampling of Stone, Slag, Gravel, Sand and Stone 
Block for Use as — Materials, including Some Material Survey Methods 
789. 
Tentative Specifications for Commercial Sizes of Broken Stone and 
Broken Slag for — Construction, 693. 
Tentative Specifications for Commercial Sizes of Sand and Gravel for 
— Construction, 696. 
Tentative Specifications for Natural or Artificial Sand-Clay Mixtures 
for — Surfacing, 702. 
Tentative Test for Quantity of Clay and Silt in Gravel for — Construc- 
tion, 770. 
Tentative Test for Quantity of Clay in Sand-Clay, Topsoil and Semi- 
Gravel for — Construction, 772. 
Tentative Test for Quantity of Clay and Silt in Sand for — Construc- 
tion, 774. 
Hose. 
Tentative Revisions of Standard Specifications for 2%-in. Cotton 
Rubber-Lined Fire — for Private Department Use, 819. 
Tentative Revisions of Standard Specifications for 2}, 3 and 3}-in. 
Double-Jacketed Cotton Rubber-Lined Fire — for Public Fire rn 
ment Use, 819. 
Hydrated Lime. 
Tentative Methods for Chemical Analysis of Limestone, Lime iielieit 
626. 
Tentative Revisions of Standard Specifications for —, 816. 
Tentative Specifications for Masons’ —, 605. 
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Immersion. 


Total — Tests. Report of Sub-Committee V, Committee A-5, 227. 
Ingots. 
Tentative Specifications for Non-Ferrous Alloys for Railway Equipment 
in —, Castings, and Finished Car and Tender Bearings, 528. 
Tentative Specifications for Aluminum — for Remelting and for Rolling, 
543. 
Tentative Specifications for Brass Ingot Metal for Sand Castings, 561. 
Tentative Specifications for Bronze Bearing Metal in Ingot Form, 565. 
Inspection. 
— of the Fort Sheridan, Pittsburgh, and Annapolis Tests. Report of 
Sub-Committee III, Committee A-5, 148. 
Insulating. 
Tentative Specifications for Adhesive — Tape, 761. 
Tentative Specifications for Insulated Wire and Cable: 30-per-cent 
Hevea Rubber, 736. 
Tentative Specifications for Tinned Soft or Annealed Copper Wire for 
Rubber Insulation, 574. 
Tentative Tests for Molded — Materials, 776. 
Iron. 
Corrosion of — and Steel. Report of Committee A-5, 145. 
Tentative Definitions of Terms Relating to Wrought — Specifications, 
526. 
Tentative Revisions of Standard Specifications for Engine-Bolt —, 813. 
Tentative Revisions of Standard Specifications for Welded Wrought- 
— Pipe, 813. 
Tentative Revisions of Standard Specifications for Staybolt —, 813. 
Tentative Specifications for Aluminum for Use in the Manufacture of 
— and Steel, 586. 


_ Tentative Specifications for Extra Refined Wrought — Bars, 522. 
_ Wrought —. Report of Committee A-2, 143. 
Jaws. 


Effect of — on Fabric Strength. [a F ny A. E. Jury and W. O. 
Jelleme. Report of Committee D-13, Appendix III, 469. 
Joint Committee. 
By-Laws of the — on Standard Specifications for Concrete and Re- 
inforced Concrete. Report of Committee C-2, Appendix, 258. 
Preliminary Program of Tests Adopted by the — on Investigation of 


Phosphorus and Sulfur in Steel. Report of Committee A-l, , 


Tentative Methods for Chemical Analysis of ee of —, Tin, Aetna ; 


and Copper, 589. 
_ Tentative Specifications for Pig —, 554. 
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Lime 
—. Report of Committee C-7, 271. 
Tentative Methods for Chemical Analysis of Limestone, — and Hydrated 
—, 626. 
Tentative Revisions of Standard Specifications for Hydrated —, 816. 
Tentative Specifications for Masons’ Hydrated —, 605. 
Limestone. 
Tentative Methods for Chemical Analysis of —, Lime and Hydrated 
Lime, 626. 
Linseed Oil. 
Tentative Specifications for Foots Permissible in Properly Clarified Pure 
Raw — from North American Seed, 678. 
Locomotives. 
Tentative Revisions of Standard Specifications for Structural Steel for 
Tentative Revisions of Standard Specifications for Lap-Welded and 
Seamless Steel Boiler Tubes for —, 812. 
Tentative Revisions of Standard Specifications for Copper Bars for 
Locomotive Staybolts, 816. 


Lubricants (see also Oils). : 
—. Report of Committee D-2, 406, Discussion, 424. _ 


Lubricating. 
Determination of Resistance of — Oils to Emulsification. Report of 
Committee D-2, Appendix, 416. 


Machine Rate-of-Load. _ 


— as Affecting Breaking Strength Shown by Fabric Testing Machines. 
W. O. Jelleme. Report of Committee D-13, Appendix II, 460. 

Magnetic Analysis. 
—. Report of Committee A-8, 231. 

Magnification Scales. 

— for Micrographs. Report of Committee E-4, 475. 

Masons’ Hydrated Lime. 

See Hydrated Lime. 

Materials. 
Preservative Coatings for Structural —. Report of Committee D-1, 387. 
Proportions and Quantities of — for Concrete for Highway Construction. 

Duff A. Abrams. Report of Committee D-4, Appendix II, 437. 

Road —. Report of Committee D-4, 428. Discussion, 441. 

Tentative Methods for Sampling of Stone, Slag, Gravel, Sand and Stone 
Block for Use as Highway —, including Some Material Survey Methods, 
789. 

Tentative Revisions of Standard Methods for Ultimate Chemical Analysis 
of Refractory —, 818. 

Tentative Tests for Molded Insulating —, 776. 

Tentative Tests for Slagging Action of Refractory —, 620. 

- Textile—. Report of Committee D-13, 455. 
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Metallic Coatings. 
Preservative —. Report of Sub-Committee II, Committee A-5, 147. 
Metals (see also Alloys, Aluminum, Copper, Steel). P 
Non-Ferrous — and Alloys. Report of Committee B-2, 234. 
245. 
Proposed Revisions in Standards and Tentative Standards for Non- 
Ferrous —. Report of Committee B-2, Appendix, 243. 
Tentative Specifications for Bronze Bearing — for Turntables and 
Movable Railroad Bridges, 533. 
Tentative Specifications for White Metal Bearing Alloys (known com- 
mercially as ‘ Babbitt Metal’’), 538. 
Tentative Specifications for Brass Ingot Metal for Sand Castings, 561. 
Tentative Specifications for Bronze Bearing Metal in Ingot Form, 565. 
Tentative Specifications for Solder Metal, 569. 
Micrographs. 
Magnification Scales for —. Report of Committee E-4, 475. 
Mortars. 


—_ Tentative Specifications and Tests for Compressive Strength of Portland 


Cement —, 599. 


N 
Nailed Boxes. 
Tentative Specifications for Wooden Boxes, ‘Nailed and Lock- Corner 
Construction, for the Shipment of Canned Foods, 727. 
Tentative Specifications for Wooden Boxes, Nailed and Lock-Corner 
Construction, 730. 
Nickel. 
Tentative Revisions of Standard Specifications for Structural — Steel, 
811. 
Non-Ferrous. 
— Metals and Alloys. Report of Committee B-2, 234. Discussion, 245. 
Proposed Revisions in Standards and Tentative Standards for — Metals. 
Report of Committee B-2, Appendix, 243. 
Tentative Specifications for — Alloys for Railway Equipment in Ingots, 
Castings, and Finished Car and Tender Bearings, 528. 7 


“Oils (see also Lubricants). 

Determination of Resistance of Lubricating — - to Emulsification. Report 
of Committee D-2, Appendix, 416. 

Tentative Revisions of Standard Specifications for Purity of Raw Tung 
Oil, 819. 

Tentative Specifications for Foots Permissible in Properly Clarified Pure 
Raw Linseed Oil from North American Seed, 678. 

Tentative Specifications for Creosote Oil for Priming Coat with Coal- 

_ Tar Pitch for Use in Damp-proofing and Waterproofing, 725. 
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Oils (Continued): 
Tentative Test for Specific Gravity of Road —, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 764. 
Ores. 
_ Tentative Methods for Ultimate Chemical Analysis of Chrome — and 
Chrome Brick, 647. 


P 
Paint. 
Testing of — Vehicles. Report of Sub-Committee III, Committee D-1, oe 
390. 
Papers. 
— and Publications.. Report of Committee E-6, 481. 

Pavements. 
; Tentative Specifications for Block for Granite Block —, 690. A 
‘Tentative Specifications for Workability of Concrete for Concrete —, 
692. 

Penetration. 


Report of Collaborative Tests of Sectional Committee on — Relative 
to Modification of the Standard Needle. Report of Committee D-4, : 
Appendix I, 435. 


Pipe. 
*¢ Clay and Cement Sewer —. Report of Committee C-4, 263, Addendum, | 
Proposed Revisions in Tentative Specifications for Sewer—. Report of 


Committee C-4, Appendix, 264. 
_ Tentative Revisions of Standard Specifications for Welded Steel —, 812. 
_ Tentative Revisions of Standard Specifications for Welded Wrought 


Iron —, 813. 

Tentative Specifications for Required Safe Crushing Strengths of Sewer 7 
— to Carry Loads from Ditch Filling, 603. abet 

Tentative Specifications for Welded Steel —, 487. a~ef 


Pitch. 

Tentative Specifications for Coal-Tar — for Use in Damp-proofing and 
Waterproofing, 721. 

_ Tentative Specifications for Creosote Oil for Priming Coat with Coal- 
Tar — for use in Damp-proofing and Waterproofing, 725. 

Tentative Test-for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 764. 

Tentative Test for Specific Gravity of Asphalts and Tar Pitches Suffi- 
ciently Solid to be Handled in Fragments, 767. 

Phosphorus. 

Preliminary Program of Tests adopted by the Joint Committee on 
Investigation of — and Sulfur in Steel. Report of Committee A-1, 
Appendix II, 139. 

Pig Lead. 
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Plasters. 
Tentative Specifications for Gypsum —, 616. 
Plates. 
Tentative Specifications for Steel Tie —, 493. 
Tentative Specifications for Steel — for ‘Sen Welding, 52. 
Portland Cement. | 
See Cement. 
Preservative. 
— Coatings for Structural Materials. Report of Committee D-1, 387. 
— Metallic Coatings. Report of Sub-Committee II, Committee A-5, 147. 
Primer. 
Tentative Specifications for — for Use with Asphalt for Use in Damp- 
proofing and Waterproofing, 720. 
_ Tentative Specifications for Creosote Oil for Priming Coat with Coal- 
Tar Pitch for Use in Damp-proofing and Waterproofing, 725. 
Proceedings. 
Summary of the — of the Twenty-third Annual Meeting, 9. 


Publications. 
Papers and —. Report of Committee E-6, 481. Ss 


R 


Rails. 
Tentative Revisions of Standard Specifications for Open-hearth Steel 
Girder and High Tee —, 809. 
Railroad Bridges. 
Tentative Specifications for Bronze Bearing Metals for Turntables and 
Movable —, 533. 
Railway (see also Steel). 
Tentative Specifications for Non-Ferrous Alloys for — Equipment in 
Ingots, Castings, and Finished Car and Tender Bearings, 528. 
Raw Linseed Oil. 
See Linseed Oil. 
Raw Tung Oil. 
See Tung Oil. 
Refractories. 
—. Report of Committee C-8, 275. 
Vital Factors in the Testing of Fire-Clay — and in the Interpretation of 
Results. Raymond M. Howe. Report of Committee C-8, Appendix, 
278. 
Refractory Materials. 
Tentative Revisions of Standard Methods for Ultimate Chemical cme 
of —, 818. 
Tentative Test for Slagging Action of —, 620. - ‘ 
Reinforced Concrete. 
By-Laws of the Joint Committee on Standard Seedlentions for — 
crete and —. Report of Committee C-2, Agpentin, 258. 
—. Report of Committee C-2, 253. 
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Road Materials. 
—. Report of Committee D-4, 428. Discussion, 441. 
Road Oils. 
See Oils. 
Road Tars. 
See Tar. 
Tentative Revisions of Standard Specifications for — Steel for Ships, 812. 
Tentative Revisions of Standard Specifications for Boiler — Steel, 812. 
Rubber. 
— Products. Report of Committee D-11, 453. 
Tentative Revisions of Standard Specifications for 2', 3 and 3}-in. 
Double-Jacketed Cotton — Lined Fire Hose for Public Fire Depart- 
ment Use, 819. 
Tentative Revisions of Standard Specifications for 23-in. Cotton — 
Lined Fire Hose for Private Department Use, 819. 
Tentative Specifications for Insulated Wire and Cable: 30-per-cent 
Hevea —, 736. 
Tentative Speciation: for Tinned Soft or Annealed Copper Wire for 


— Insulation, 574. 


Sampling. 

Methods of — and Analysis of Coal. Report of Committee D-3, 427. 

Tentative Methods for — of Stone, Slag, Gravel, Sand and Stone Block 
for Use as Highway Materials, including Some Material Survey 
Methods, 789. 

Tentative Revisions of Standard Methods for Laboratory — and Analy- 
sis of Coke, 822. : 

Tentative Revisions of Standard Methods for Laboratory Sampling 
and Analysis of Coal, 822. 

Sand. 

Tentative Methods for Sampling of Stone, Slag, Gravel, — and Stone 
Block for Use as Highway Materials, including Some Material Survey 
Methods, 789. 

Tentative Specifications for Brass Ingot Metal for — Castings, 561. 

Tentative Specifications for Commercial Sizes of — and Gravel for 
Highway Construction, 696. 

Tentative Specifications for Natural or Artificial — Clay Mixtures for 
Highway Surfacing, 702. 

Tentative Test for Quantity of Clay in — Clay, Topsoil and Semi- 
Gravel for Highway Construction, 772. 

Tentative Test for Quantity of Clay and Silt in — for Highway Con- 
struction, 774. 

Sand-Clay. 
Tentative Specifications for Natural or Artificial — Mixtures for High- 
way Surfacing, 702. 
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Sand-Clay (Continued): 


Tentative Test for Quantity of Clay in —, Topsoil and Semi-Gravel 
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for Highway Construction, 772. 
Screw Spikes. 
Tentative Revisions of Standard Specifications for Steel —, 810. 


Semi-Gravel. 
See Gravel. 


Sewer 


Pipe. 


Clay and Cement —. 


Proposed Revisions in Tentative Specifications for —. 


Ships. 


Tentative Revisions of Standard Specifications for Rivet Steel for — 


Silt. 


Tentative Test for Quantity of Clay and — in Gravel for Highway 


Tentative Test for Quantity of Clay and — in Sand for Highway Con- 


“Slag. 
Tentative Methods for Sampling of Stone, —, Gravel, Sand and Stone 
Block for Use as Highway Materials, including Some Material Survey 


Tentative Specifications for Commercial Sizes of Broken Stone and 


Tentative Specifications for Shovel-Run or Crusher-Run Broken — for 


Tentative Test for — of Refractory Materials, 620. 


266. 


mittee C-4, Appendix, 264. 
Tentative Specifications for Required Safe Crushing Strengths of — 
Carry Loads from Ditch Filling, 603. 


hipping Containers. 


Report of Committee D-10, 449. 


812. 


Construction, 770. 


struction, 774. 


Methods, 789. 


Broken — for Highway Construction, 693. 
Tentative Specifications for Broken — for Waterbound Base, 698. 


Waterbound Base, 700. 
Slagging Action. 


Soft Tar Pitch. 
See Pitches. 
Solder. 


Tentative Specifications for — Metal, 569. 


Specific Gravity. 


Tentative Test for — of Road Oils, Road Tars, Asphalt Cements and 
Soft Tar Pitches, 764. 
Tentative Test for — of Asphalts and Tar Pitches Sufficiently Solid 


Weight, Voids, Density — and Consistency. Report of Sub-Committee 
VI, Committee C-9, Appendix III, 340. 


to be Handled in Fragments, 767. 


Report of Committee C-4, 263. 


Addendum, 


Report of Com- 
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Spelter. 
Tentative Revisions of Standard Specifications for —, 816. 
Splice Bars. 
Tentative Revisions of Standard Specifications for Quenched High- 
Carbon-Steel —, 809. 
Standard Needle. 
Report of Collaborative Tests of Sectional Committee on Penetration 
Relative to Modification of the —. Report of Committee D-4, Appen- 
dix I, 435. 
Standing Committees. 
—. Report of Committee E-5,477. 
Staybolts. 
_-- ‘Tentative Revisions of Standard Specifications for Staybolt Iron, 813. 
Tentative Revisions of Standard Specifications for Copper Bars for 
Locomotive —, 816. 


Steel. 

—. Report of Committee A-1, 113. 

Corrosion of Iron and —. Report of Committee A-5, 145. 

Preliminary Program of Tests adopted by the Joint Committee on 
Investigation of Phosphorus and Sulfur in —. Report of Com- 
mittee A-1, Appendix IT, 139. 

Proposed Revisions in Standards and Tentative Standards for —. Report 
of Committee A-1, Appendix I, 132. 

Tentative Revisions of Standard Specifications for Open-hearth — 
Girder and High Tee Rails, 809. 

Tentative Revisions of Standard Specifications for Quenched High- 
Carbon — Splice Bars, 809. 

Tentative Revisions of Standard Specifications for Quenched Carbon 
— Track Bolts, 810. 

Tentative Revisions of Standard Specifications for Quenched Alloy — 
Track Bolts, 810. 4 

Tentative Revisions of Standard Specifications for — Screw Spikes, 810. 

Tentative Revisions of Standard Specifications for Structural — for 
Bridges, 811. 

Tentative Revisions of Standard Specifications for Structural Nickel 

Tentative Revisions of Standard Specifications for Structural — for 

Buildings, 811. 

Tentative Revisions of Standard Specifications for Structural — for 
Locomotives, 811. 

Tentative Revisions of Standard Specifications for Structural — for 
Cars, 811. 

Tentative Revisions of Standard Specifications for Rivet — for Ships, 812. 

Tentative Revisions of Standard Specifications for Boiler Rivet —, 812. 

Tentative Revisions of Standard Specifications for Lap-Welded and 
Seamless — Boiler Tubes for Locomotives, 812. 

Tentative Revisions of Standard Specifications for Welded — Pipe, 812. 
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Steel (Continued): 
Tentative Revisions of Standard Specifications for Automobile Carbon 
and Alloy Steels, 812. 
Tentative Specifications for Welded — Pipe, 487. 
Tentative Specifications for — Tie Plates, 493. OO 
Tentative Specifications for Boiler and Firebox — for Stationary Service, 
497. 
Tentative Specifications for Carbon Tool —, 502. 
Tentative Specifications for Low-Carbon —Track Bolts, 504. 
Tentative Specifications for Electric Cast — Anchor Chain, 508. 
Tentative Specifications for — Plates for Forge Welding, 512. 
Tentative Specifications for Commercial Bar Steels, 518. 
Tentative Specifications for Aluminum for Use in the Manufacture of 
= Iron and —, 586. 
Stone. 
Tentative Methods for Sampling of —, Slag, Gravel, Sand and — Block 
for Use as Highway Materials, including Some Material Survey 


Methods, 789 
_ Tentative Specifications for Commercial Sizes of Broken — and Broken 
Slag for Highway Construction, 693. 
Block. 
Tentative Methods for Sampling of Stone, Slag, Gravel, Sand and — 
for Use as Highway Materials, including Some Material Survey 
Methods, 789. 
Sulfur. 
Preliminary Program of Tests adopted by the Joint Committee on 
Investigation of Phosphorus and — in Steel. Report of Committee 
A-1, Appendix II, 139. 
— Determination. Report of Sub-Committee III, Committee D-2, 407. 
- Summary of the Proceedings. 
— of the Twenty-third Annual Meeting, 9. 


T 


Effect of — on the Strength of Concrete. Duff A. Abrams. Report of 
Committee C-9, Appendix IT, 309. 
Tape. 
Tentative Specifications for Adhesive Insulating —, 761. 
Tentative Specifications for Coal — Pitch for Use in Damp-proofing 
and Waterproofing, 721. 
Tentative Specifications for Creosote Oil for Priming Coat with Coal 
— Pitch for Use in Damp-proofing and Waterproofing, 725. 
Tentative Test for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft — Pitches, 764. 
Tentative Test for Specific Gravity of Asphalts and — Pitches Suffi- 
ciently Solid to be Handled in Fragments, 767. 
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Tar Pitches. 


Tender Bearings. 
Tentative Specifications for Non-Ferrous Alloys for Railway Equipment 


in Ingots, Castings, and Finished Car and —, 528. 
Tentative Standards. 
List of —. 


Testing (see also Tests). 

— of Paint Vehicles. Report of Sub-Committee III, Committee D-1, 390. 

Machine Rate-of-Load as Affecting Breaking Strength Shown by Fabric 
— Machines. W. O. Jelleme. Report of Committee D-13, Appen- 
dix IT, 460. 

Tentative Methods for — Textiles, 804. 

Vital Factors in the — of Fire-Clay Refractories and in the Interpreta- 
tion of Results. Raymond M. Howe. Report of Committee C-8, 
Appendix, 278. 

Tests (see also Testing). 
Inspection of the Fort Sheridan, Pittsburgh, and Annapolis —. Report 
of Sub-Committee III, Committee A-5, 148. 
Outline of Compression — of Concrete for Investigation of Properties of 
Concrete Mixtures. Report of Committee C-9, Appendix I, 294. 
Preliminary Program of — adopted by the Joint Committee on Investi- 
gation of Phosphorus and Sulfur in Steel. Report of Committee A-1, 
Appendix IT, 139. 
Report of Collaborative — of Sectional Committee on Penetration 
Relative to Modification of the Standard Needle. Report of Com- 
mittee D-4, Appendix I, 435. 
Total Immersion —. Report of Sub-Committee V, Committee A-5, 227. 
Textiles. 

Textile Materials. Report of Committee D-13, 455. 

Tentative Methods for Testing —, 804. 
Tie Plates. 

Tentative Specifications for Steel —, 493. 
Tile. 

Drain —. Report of Committee C-6, 268. 

Tentative Revisions of Standard Specifications for Drain —, 817. 
Timber. 

—. Report of Committee D-7, 446. 
Tin. 

Tentative Methods for Chemical Analysis of Alloys of Lead, —, Anti- 


mony and Copper, 589. 
Tool Steel. ~ =, 
Tentative Specifications for Carbon —, 502. es 8° he 


Topsoil. 
Tentative Test for Quantity of Clay in Sand-Clay, — and Semi-Gravel 
for Highway Construction, 772. 
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Track Bolts. 
Tentative Specifications for Low-Carbon-Steel —, 504. 
Tentative Revisions of Standard Specifications for Quenched Carbon- 
Steel —, 810. 
Tentative Revisions of Standard Specifications for Quenched Alloy- 
Steel —, 810. 
Tubes. 


Tentative Revisions of Standard Specifications for Lap-Welded and 
Seamless Steel Boiler — for Locomotives, 812. 
Tung Oil. 
: Tentative Revisions of Standard Specifications for Purity of Raw —, 819. 
Turntables. 
Tentative Specifications for Bronze Bearing Metals for — and Movable 
Railroad Bridges, 533. 
Turpentine. 
—. Report of Sub-Committee XII, Committee D-1, 405. 


Tentative Revisions of Standard Specifications for —, 818. 
Tentative Specifications for —, 680. 


Vv 
Voids. 


Tentative Method for Determination of — in Fine Aggregate for Cement 
Concrete, 652. 


Weight, —, Density, Specific Gravity and Consistency. Report of Sub- 
Committee VI, Committee C-9, Appendix III, 340. 


Ww 
Waterbound Base. 
Tentative Specifications for Broken Slag for —, 698. 
Tentative Specifications for Shovel-Run or Crusher-Run Broken Slag 
for —, 700. 
Waterproofing. 
Tentative Specifications for Asphalt for Use in Damp-proofing and —, 
716. 
Tentative Specifications for Primer for Use with Asphalt for Use in 
Damp-proofing and —, 720. 
Tentative Specifications for Coal-Tar Pitch for Use in Damp-proofing 
and —, 721. 
Tentative Specifications for Creosote Oil for Priming Coat with Coal- 
Tar Pitch for Use in Damp-proofing and —, 725. 
Weight. 
Tentative Tests for Unit — of Aggregate for Cement Concrete, 624. 
—, Voids, Density, Specific Gravity and Consistency. Report of Sub- 
Committee VI, Committee C-9, Appendix III, 340. 
Welding. 


Tentative Specifications for Steel Plates for Forge —, 512. 
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White Metal. gre, 
See Babbitt Metal 
Wire. 
Tentative Specifications for Tinned Soft or Annealed Copper — for 
Rubber Insulation, 574. 
Tentative Specifications for Insulated — and Cable: 30-per-cent Hevea 
Rubber, 736. 
Wirebound Boxes. 
Tentative Specifications for Canned Foods Boxes, Wirebound Construc- 
tion, 728. 
Wooden Boxes. 
_ Tentative Specifications for —, Nailed and Lock-Corner Construction, _ 
for the Shipment of Canned Foods, 727. 
_ Tentative Specificaticns for —, Nailed and Lock-Corner Construction, 
730. 
Wrought Iron. 


—, Report of Committee A-2, 143. 


Tentative Definitions of Terms Relating to — Specifications, 526. 
Tentative Revisions of Standard Specifications for Welded — Pipe, 813. 
_ Tentative Specifications for Extra Refined — Bars, 522. 
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Report of Committee C-9, Appendix I: Outline of Compression Tests of 
Concrete for Investigation of Properties of Concrete Mixtures, 294. 
Report of Committee C-9, Appendix II: Effect of Tannic Acid on the 
Strength of Concrete, 309. 
Report of Committee D-4, Appendix II: Proportions and Quantities of 
Materia’s for Highway Construction, 437. 
Abrams, V. R. 
Report of Committee D-2, Appendix: Determination of Resistance of 
Lubricating Oils to Emulsification, 416. i 
Armsby, S. P. 
Report of Committee C-7 on Lime, 271. yw ae 
_Aupperle, J. A. 
Report of Committee A-5 on Corrosion of Iron and Steel, 145. 
Barrier, E. A. 
: Report of Committee D-11 on Rubber Products, 453. 
Bassett, W. H. 
Report of Committee E-4 on Magnification Scales for Micrographs, 475. 
Bates, P. H. 
Report of Committee C-1 on C ement, 251. 
Baxter, F. R. 
Report of Sub-Committee III, of Committee D-2, on Sulfur Determina- 
tion, 407. 
Blanchard, A. H. 
Report of Committee D-4 on Road Materials, 428. 
Bleininger, A. V. 
Report of Committee C-3 on Brick, 262. 
Report of Committee C-8 on Refractories, 275. 
Boyd, D. K. 
Report of Committee C-7 on Lime, 271. 
Burgess, G. K. 
Report of Sub-Committee II, of Committee A-5, on Preservative Metallic 
Coatings for Metals, 147. 
J Burrows, C. W. 


Report of Committee A-8 on Magnetic Analysis, 231. a 
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Campbell, William 
Report of Committee B-2 on Non- Ferrous Metals and Alloys, ™ 


Discussion, 248. 
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